
 TECHNICAL DATA

OUTDOOR

BOLLARDS

Round terminal for outdoor lighting.-

Anthracite body and diffuser in clear, opaline or smoked glass.-

CODE SOCKET L (mm)AC LAMPMATERIALCOLOR Watt Max

OU40024 CAST ALUMINIUM 500E27 AC 230V 18W CLAANT. + VERRE OPALIN

OU40224 CAST ALUMINIUM 500E27 AC 230V 18W CLAANT. + VERRE CLAIR

OU40424 CAST ALUMINIUM 500E27 AC 230V 18W CLAANT. + VERRE FUME

OU40124 CAST ALUMINIUM 900E27 AC 230V 18W CLAANT. + VERRE OPALIN

OU40324 CAST ALUMINIUM 900E27 AC 230V 18W CLAANT. + VERRE CLAIR

OU40524 CAST ALUMINIUM 900E27 AC 230V 18W CLAANT. + VERRE FUME

RONDO P   E27

Floor mounting only.

Outdoor use.

Protected against dust, And protected against water spray.

Protection against an impact energy of 1 Joule.

Earth wire . Fixture equipped with primary insulation only.

Product in conformity CE.

Test on 650°.

3 years warranty.

ANT. + VERRE OPALIN ANT. + VERRE CLAIR ANT. + VERRE FUME

Replaceable light source by an end-user.
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